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The CT0540UA is schottky barrier diode in a SOD-123 Plastic Package.

 Low forward voltage

 High efficiency DC/DC conversion

 Switch mode power supply

 Inverse polarity protection

 Low power consumption applications

SOD-123

See Marking Instructions.
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Parameter Symbol Value Unit

Non-repetitive Peak Repetitive Voltage VRM 40 V

Repetitive Peak Reverse Voltage VRRW 40 V

RMS Reverse voltage VR(RMS) 28 V

Average Rectified Output Current IO 0.5 A

Non-Repetitive Peak Forward Surge Current 1 IFSM 5.5 A

Power Dissipation PD 410 mW

Junction Temperature TJ 125 °C

Storage Temperature TSTG -55 to +150 °C

Note1：8.3ms single half sine-wave.

Qty：3k/Reel

Absolute Maximum Ratings(Ta=25℃)

Electrical Characteristics(Ta=25℃)

Parameter Symbol Test Conditions Min. Typ. Max. Unit

Reverse Breakdown Voltage VBR IR=100μA 40 - - V

Forward Voltage VF IF = 0.5A - - 0.55 V

Reverse Current IR VR = 40V - - 200 μA

Capacitance CT VR=4V,f=1MHz - 30 - pF

Marking instructions
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Outline Drawing -SOD-123


