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The MMBT3904H is Silicon NPN transistor in a SOT-723 Plastic Package

 Complementary to MMBT3906H

 Epitaxial Planar Die Construction

 Ideal for Low Power Amplification and Switching

 SOT-723 Package

 Marking : Making Code

 RoHS Compliant

See Marking Instructions.
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Absolute Maximum Ratings(Ta=25℃)

Parameter Symbol Value Unit

Collector Base Voltage VCBO 60 V

Collector Emitter Voltage VCEO 40 V

Emitter Base Voltage VEBO 6 V

Collector Current Continuous IC 0.2 A

Collector Power Dissipation PC 0.1 W

Junction Temperature TJ 150 °C

Storage Temperature TSTG -55 ~ 150 °C

Electrical Characteristics(Ta=25℃)

Parameter Symbol Test Conditions Min. Typ. Max. Unit

Collector-Base Breakdown Voltage V(BR)CBO IC = 10µA, IE = 0 60 - - V
Collector-Emitter Breakdown
Voltage V(BR)CEO IC = 1mA, IB = 0 40 - - V

Emitter-Base Breakdown Voltage V(BR)EBO IE = 10µA, IC = 0 6 - - V

Collector Cut-off Current ICBO VCB = 30V, IE = 0 - - 100 nA

Collector Cut-off Current ICEX VCE = 30V, VBE(off) = 3V - - 50 nA

Emitter Cut-off Current IEBO VEB = 5V, IC = 0 - - 100 nA

DC Current Gain

hFE(1) VCE = 1V, IC = 0.1mA 40 - - -
hFE(2) VCE = 1V, IC = 1mA 70 - - -
hFE(3) VCE = 1V, IC = 10mA 100 - 300 -
hFE(4) VCE = 1V, IC = 50mA 60 - - -

Collector-Emitter Saturation
Voltage VCE(sat)

IC = 10mA, IB = 1mA - - 0.2
V

IC = 50mA, IB = 5mA - - 0.3

Base-Emitter Saturation Voltage VBE(sat)

IC = 10mA, IB = 1mA 0.65 - 0.85
V

IC = 50mA, IB = 5mA - - 0.95

Transition Frequency fT VCE=20V, IC=10mA, f=100MHz 300 - - MHz

Collector Output Capacitance Cob VCB = 5V, IE = 0, f=1MHz - 3 - pF

Collector Input Capacitance Cib VEB = 0.5V, IC = 0, f=1MHz - 7 - pF

Delay Time td VCC = 3V, VBE(off) = -0.5V,
IC = 10mA, IB1=1mA

- 31 - ns

Rise Time tr - 31 - ns

Storage Time ts
VCC = 3V, IC = 10mA,
IB1 =IB2 =1mA

- 180 - ns

Fall Time tf - 45 - ns
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Typical Characteristics
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Qty：8k/Reel

Marking Code & Package Information

Outline Drawing - SOT-723


